
Welger Round Balers 

Technical Specifications RP 202  RP 202  RP 302  RP 302  
   CLASSIC  SPECIAL  CLASSIC  SPECIAL  
 Bale chamber  
 dimensions  Diameter  1,25 m  1,25 m  1,50 m  1,50 m 
  Width  1,23 m  1,23 m  1,23 m  1,23 m 
  Volume  1,5 m³  1,5 m³  2.2 m³  2,2 m³ 
 Wrapping material  Sisal twine  running length 200 or 330 m/kg 
  Plastic twine  running length 400 - 700 m/kg 
  Net  running length 2000 or 3000 m 
   width 1,23 or 1,30 m 
 Consumption /bale  Twine 47-120 m  47-120 m  57-140 m  57-140 m 
  Net, approx.  10 m  10 m  12 m  12 m 
 Pick-up  Pick-up width  1,50 m  2,00 m  1,50 m  2,00 m 
 Distance  between outer tines  1,15 m  1,60 m  1,15 m  1,60 m 
 Distance  between tines  64 mm  64 mm  64 mm  64 mm 
 Dimensions  L x W x H  4,30 x 2,30 x 2,42 m  4,30 x 2,34 x 2,42 m  4,45x2,34x2,57 m  4,45x2,34x2,57 m 

 Tractor power required  33 kW/45 HP  36 kW/50 HP  47 kW/64 HP  47 kW/64 HP 
 PTO drive   540 rpm  540 rpm  540 rpm  540 rpm 
 Driving speed,  max.  25 km/h  25 km/h  25 km/h  25 km/h 
 
Subject to alterations. The details and diagrams provided in this pamphlet are approximate and, 
apart from the standard scope of supply, may also include special accessories. 
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